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1 FT. MIN.

ENGINEER SHALL INCLUDE DESIGN
INFORMATION, SUCH AS:
DESIGN Q:
TDH:
VOLT:
PHASE:
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.

1 FT. MIN.

1 FT. MIN.

VARIES

VARIES

D.I.P.

7 FT. MIN.

JUNCTION BOX

45
°'

NO. COMMENTS BY DATE

## DESCRIPTION MLZ MM/DD/YYYY

PLAN VIEW
NOT TO SCALE

LIFT STATION - WET WELL & VALVE VAULT

1 FT. X 1 FT. EXISTING
GRAVEL SUMP

INSTALL PRESSURE GAGE ASSEMBLY
(TYP. - 2) 4 IN. - 0-50 PSIG GAUGES

INFLUENT
LINE

CAMLOCK WITH DUST COVER
FEMALE CAMLOCK
DISCONNECT WITH DUST
COVER, ORIENTATION TO BE
REVIEWED & APPROVED BY
WACO WATER DEPT.

DATE

01/01/2024

S-24A

5 FT. MIN
15 FT. MIN.

CONTROL PANEL:
SHALL BE ORIENTED

TO FACE NORTH.

SUNSHADE

GATE VALVE

NOTE: CONTRACTOR TO SET (1) CITY OF
WACO "BRASS CAP" INTO TOP OF WET

WELL. "BRASS CAP" FURNISHED BY THE
CITY OF WACO PUBLIC WORKS

DEPARTMENT ENGINEERING DIVISION.
LOCATION SHALL BE COORDINATED WITH

CITY OF WACO.

10 FT. MIN.

LINK SEAL AND
GROUT

RESTRAINED DISMANTLING JOINT
CHECK VALVE

GATE VALVE

NOTES:
1. SEAL ALL PENETRATIONS IN ELECTRICAL BOXES.
2. ALL HARDWARE SHALL BE 304SS

SUMP PUMP WITH PIPING TO OUTSIDE

4000 PSI COCNRETE

DISCLAIMER:  THE USE OF THIS STANDARD IS GOVERNED BY THE "TEXAS ENGINEERING PRACTICE
ACT".  NO WARRANTY OF ANY KIND IS MADE BY THE CITY OF WACO FOR ANY PURPOSE
WHATSOEVER.  THE CITY OF WACO ASSUMES NO RESPONSIBILITY FOR THE CONVERSION OF THIS
STANDARD TO OTHER FORMATS OR FOR INCORRECT RESULTS OR DAMAGES RESULTING FROM
ITS USE.

ENGINEERING DIVISION
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