
NO. COMMENTS BY DATE

## DESCRIPTION MLZ MM/DD/YYYY

METER

PUMP PANEL
TELEMETRY

PANEL

MANUAL
TRANSFER

SWITCH

FINISHED
GROUND

36
 IN

.

WET WELL

VALVE VAULT

D.I.P.

D
.I.

P.

WET WELL BOTTOM SLAB EL.=

ALARM ON EL.=

AUTO-PUMPS OFF EL.=

LEAD PUMP ON EL.=

LAG PUMP ON EL.=

ALARM

D.I.P.

12 IN.

BOTTOM FLOAT ALL PUMPS OFF
6 IN.-12 IN. OFF BOTTOM

1 FT. MIN.

REINFORCED CONCRETE
ANTIFLOTATION RING -
AS DESIGNED BY ENGINEER

KELLUM STRAIN RELIEF
NOT TO SCALE

PRESSURE GAUGE
NOT TO SCALE

C900 PVC (GREEN, OR
"DOUBLE" TAPED)

D
.I.

P.

CONDUITS TO JUNCTION BOX:
(1) EA PP
(1) FLOATS & TRANSDUCER

D
.I.

P.JUNCTI0N BOX

SECTION VIEW
NOT TO SCALE

LIFT STATION - WET WELL & VALVE VAULT

ALL ON

KELLUM STRAIN RELIEF, OR PRE-APPROVED
EQUAL, FOR FLOATS, PRESSURE TRANDUCER,

& PUMP CORPS. SEE  DETAIL THIS SHEET

#304 STAINLESS STEEL GUIDE RAILS.
INTERMEDIATE GUIDE RAIL BRACKETS

SPACING MUST NOT EXCEED 8 FT.

RESTRAINED
FLEXIBLE JOINTS

DUCTILE IRON
90° BEND

RESTRAINED FLEXIBLE JOINTS

WET WELL PENETRATION (TYPICAL)
LINK SEAL AND GROUT

WET WELL -
REINFORCED CONCRETE OR
POLYMER CONCRETE

CON. RED.

ANTIFLOTATION FLANGE

1/2 IN. VALVE

4 IN.Ø, 0-50 PSIG
ORIENT TOWARDS HATCH

2 IN. VALVE
FORD #FB1000-7-G
OR PRE-APPROVED EQUAL

2 IN. X 1 IN.
REDUCER

1 IN. VALVE

90° BEND DUCTILE WITH MEGALUG
RESTRAINT TO PVC MINIMUM CLEARANCE

ALL FLANGES AND FITTINGS - 12 IN..

FORCE MAIN

PRESSURE GAUGE.
SEE DETAIL THIS SHEET

ALUMINUM ACCESS COVER (300 PSF LIVE LOAD)
WITH ACCESS DOOR HINGED
OPPOSITE DISCHARGE 4 IN. DI FLG, 90° BEND, 4 IN. FLG FILTER, 3/8 IN. LONG

TO SECURE 1/16 IN. MESH SS INSECT SCREEN

ALUMINUM
ACCESS COVER

FRAME AND COVER TO BE 30 IN.X40 IN. 1/4 IN. HINGED
CHECKED PLATE AS REQUIRED FOR AIR RELEASE VALVE.

3/4 IN. CHAMFER ALL
EXPOSED EDGES

FINISHED GROUND

COORDINATE WITH PUMP MANUFACTURER TO
DEFINE SUMP CLEARANCE REQUIREMENTS UNDISTURBED EARTH

2 IN. CURB
STOP

INFLUENT
LINE

TOP SLAB

DATE

01/01/2024

S-24B

MAIN
DISCONNECT

SUNSHADE. CONTRACTOR SHALL SUBMIT PLANS.

CONTROL PANEL

AS REQUIRED:
2 IN. COMBINATION AIR
RELEASE / VACUUM RELIEF
VALVE WITH 2 IN. CURB
STOP INSTALLED BELOW
EACH VALVE.
COMBINATION VALVE TO BE
CLA-VAL MODEL
NO. 36-WW22 OR
PRE-APPROVED EQUAL.

4000 PSI CONCRETE

4000 PSI
CONCRETE

CORROSION RESISTANT COATING
(RAVEN 405-150 MILS) PER
MANUFACTURERS RECOMMENDATIONS
SHALL BE APPLIED TO INTERIOR OF
INFLUENT LIFT STATION STRUCTURE
(CEILING AND WALLS).  COATING NOT
REQUIRED FOR LIFT STATION FLOOR.

SUMP PUMP WITH
PIPING TO OUTSIDE

DISCLAIMER:  THE USE OF THIS STANDARD IS GOVERNED BY THE "TEXAS ENGINEERING PRACTICE
ACT".  NO WARRANTY OF ANY KIND IS MADE BY THE CITY OF WACO FOR ANY PURPOSE
WHATSOEVER.  THE CITY OF WACO ASSUMES NO RESPONSIBILITY FOR THE CONVERSION OF THIS
STANDARD TO OTHER FORMATS OR FOR INCORRECT RESULTS OR DAMAGES RESULTING FROM
ITS USE.

ENGINEERING DIVISION
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