
DETECTABLE WARNING PAVER
WITH TRUNCATED DOMES

CURB RAMP AT DETECTABLE WARNINGS

SECTION VIEW DETAIL

SIDE FLARE
(TYP)

#4 REBAR AT 18 IN. (MAX) ON-CENTER
BOTH WAYS OR AS DIRECTED

3000 PSI CONCRETE - SHALL
CONFORM TO APPLICABLE

SPECIFICATIONS

SW-9

RAMPRAMP

 TURNING
  SPACE

PEDESTRIAN TRAVEL
DIRECTION

TYPICAL PLACEMENT OF DETECTABLE WARNING
SURFACE ON LANDING AT STREET EDGE.

PARALLEL CURB RAMP BACK OF CURB

DETECTABLE WARNING
SURFACE

2 FT. (MIN.)

PERPENDICULAR CURB RAMP

TYPICAL PLACEMENT OF DETECTABLE
WARNING SURFACE ON SLOPING RAMP RUN.

PEDESTRIAN TRAVEL
DIRECTION

 TURNING
  SPACE

RAMP

SIDE FLARE
(TYP)

BACK OF CURB

DETECTABLE WARNING
SURFACE

2 FT. (MIN.)

TYPICAL PLACEMENT OF DETECTABLE
WARNING SURFACE ON SLOPING RAMP RUN.

DIRECTIONAL CURB RAMP

* NOTE:
BOTH ENDS OF THE

DETECTABLE WARNING SURFACE
SHALL BE 5 FT. OR LESS
FROM BACK OF CURB.

* 5 FT. (MAX.)

2 FT. (MIN.)

 TURNING
  SPACE

RAMP

BACK OF CURB

DETECTABLE WARNING
SURFACE

SIDE CURB
(TYP)

PEDESTRIAN TRAVEL
DIRECTION

SAKRETE® PAVER SET POLYMERIC
SAND™ OR PRE-PPROVED EQUAL

DETECTABLE WARNING SURFACE DETAILS
(NO SCALE)

SEE SHEETS           AND           FOR GENERAL NOTES AND LEGENDSW-5 SW-6

DISCLAIMER:  THE USE OF THIS STANDARD IS GOVERNED BY THE "TEXAS
ENGINEERING PRACTICE ACT".  NO WARRANTY OF ANY KIND IS MADE BY
THE CITY OF WACO FOR ANY PURPOSE WHATSOEVER.  THE CITY OF WACO
ASSUMES NO RESPONSIBILITY FOR THE CONVERSION OF THIS STANDARD
TO OTHER FORMATS OR FOR INCORRECT RESULTS OR DAMAGES
RESULTING FROM ITS USE.
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