
(NO SCALE)

EXPANSION
JOINT

CONCRETE
DRIVEWAY

18 IN. 12 IN.
30 IN.

1-1/2 IN.
6 IN.

24 IN.

2 IN. (MIN.)
HMAC TYPE D

8 IN. MIN.

4 IN. BASE
TYPE “A” MATERIAL PER STANDARD SPECIFICATIONS FOR
CONSTRUCTION SECTION 4.2 EXCAVATION AND BACKFILL

PART 2: PRODUCT A. MATERIALS 3. TRENCH BACKFILL A. TYPE
“A.”  OR 4 IN. RECYCLED CRUSHED CONCRETE (TXDOT

STANDARD SPECIFICATIONS FOR CONSTRUCTION ITEM 247
FLEXIBLE BASE TYPE D, GRADE 1-2, EXCLUDING TYPE A

MATERIALS, WITH A MINIMUM P.I. OF FOUR).

24 IN. LONG #5 DEFORMED DOWEL WITH PVC PIPE SLEEVE
WITH CAPPED END  @ 18 IN. SPACING AT DRIVE APPROACH

#4 REBAR @ 18 IN.2000 P.S.I.
CONCRETE

 STREET REHABILITATION DRIVEWAY VALLEY CURB DETAIL
(STREET REHABILITATION USE ONLY)

ST-18
DISCLAIMER:  THE USE OF THIS STANDARD IS GOVERNED BY THE "TEXAS
ENGINEERING PRACTICE ACT".  NO WARRANTY OF ANY KIND IS MADE BY
THE CITY OF WACO FOR ANY PURPOSE WHATSOEVER.  THE CITY OF WACO
ASSUMES NO RESPONSIBILITY FOR THE CONVERSION OF THIS STANDARD
TO OTHER FORMATS OR FOR INCORRECT RESULTS OR DAMAGES
RESULTING FROM ITS USE.
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