NOTES:

NEW OR EXISTING
CURB & GUTTER

LIP OF GUTTER

#4 REBARS TYPICAL

FILL SAW CUTS
WITH SEALANT
(TYPICAL) (NOTE 5)

SEALANT ALL THE WAY
AROUND (NOTE 5)

SAW CUT 6 IN. DEPTH (NOTE 3)

2FT.X2FT. X8 IN. MINIMUM
CONCRETE VALVE PAD (NOTE 3)
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NEW HMAC SURFACE

2 IN. MINIMUM
CLEAR (TYPICAL)

PLAN VIEW

#4 REBAR, 3 IN. CLEAR ON
NEW HMAC SURFACE

1. THIS DETAIL SHALL BE USED WHEN ANY PART OF THE CONCRETE VALVE
PAD/DIAMOND AS DETAILED ON W-35 IS LESS THAN 24 IN. FROM THE LIP OF THE
CONCRETE GUTTER.

2. RE-USE EXISTING VALVE BOXES, EXCEPT AS FOLLOWS:

A. EXISTING VALVE BOXES DAMAGED BY CONSTRUCTION SHALL BE REPLACED AT
THE CONTRACTOR'S EXPENSE WITH VALVE BOXES MEETING DETAIL W-8 AND
AND OTHER APPLICABLE CITY OF WACO STANDARD DETAILS AND
SPECIFICATIONS.

B. ANY OLD-STYLE VALVE BOXES SHALL BE REPLACED WITH NEW VALVE BOXES
MEETING DETAIL W-8 AND OTHER APPLICABLE CITY OF WACO STANDARD
DETAILS AND SPECIFICATIONS.

3. NEW CONCRETE VALVE PAD SHALL BE CUT IN AFTER NEW HMAC IS PLACED.

4. IF POINT ON PERIMETER OF CONCRETE VALVE PAD IS WITHIN 2 FEET OF AN
ADJACENT CONCRETE VALVE PAD COMBINE CONCRETE VALVE PADS.

5.  SEALANT AND INSTALLATION METHOD SHALL BE PRE-APPROVED BY CITY ENGINEER.

6. VALVE LID SHALL BE FLUSH WITH CONCRETE PAD, AND CONCRETE PAD SHALL BE
FLUSH WITH ADJACENT ASPHALT. MAX TOLERANCE ON BOTH IS +/-1/8 INCH IN
ADDITION, WHEN A STRAIGHT EDGE IS PLACED ACROSS THE FINISHED PENTAGON,
THERE SHALL BE NO VERTICAL CHANGE OF +/- 1/8 INCH IN ASPHALT WITHIN 1 FT OF
THE 4 SIDES OF THE PENTAGON THAT ARE ADJACENT TO ASPHALT SURFACE.

ADJUST VALVE BOX FLUSH
WITH FINISH GRADE

BOTTOM

SEALANT ALL THE WAY
AROUND (SEE NOTES)

8 IN. MIN —

VALVE BOX HEIGHT ADJUSTMENT B

CONCRETE
VALVE PAD

ADJUSTMENT
THREADS

2IN.X2IN. X 1/4
IN. THICK STEEL
TUBING
EXTENSION
REQUIRED ON
VALVE NUTS
DEEPER THAN 48
IN.

PER W-7

ELEVATION
(FOR ASPHALT STREET REHABILITATION PROJECTS ONLY) (NO SCALE)
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DISCLAIMER: THE USE OF THIS STANDARD IS GOVERNED BY THE "TEXAS

ENGINEERING PRACTICE ACT". NO WARRANTY OF ANY KIND IS MADE BY

THE CITY OF WACO FOR ANY PURPOSE WHATSOEVER. THE CITY OF WACO
CITY OF ASSUMES NO RESPONSIBILITY FOR THE CONVERSION OF THIS STANDARD W 3 6
WAco TO OTHER FORMATS OR FOR INCORRECT RESULTS OR DAMAGES -
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http://waco-texas.com/files/sharedassets/public/v/1/departments/public-works/engineering/water/w-35-valve-box-height-adjustment-a.pdf
http://waco-texas.com/files/sharedassets/public/departments/public-works/engineering/water/w-8-water-valve-box-and-water-valve-box-cover.pdf
http://waco-texas.com/files/sharedassets/public/departments/public-works/engineering/water/w-8-water-valve-box-and-water-valve-box-cover.pdf
http://waco-texas.com/files/sharedassets/public/departments/public-works/engineering/water/w-7-water-valve-box-extension-installation.pdf
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