
(NO SCALE)
 MANHOLE VENT

EXTEND AGGREGATE MEETING ASTM 57
SPECIFICATIONS BEDDING MATERIAL AS REQUIRED
12 IN. (MIN.) BEYOND VENT PIPE

EXTEND CONCRETE ANTI-FLOTATION
COLLAR 12 IN. (MIN.) BEYOND VENT PIPE

FILL BOTTOM OF VENT PIPE WITH GROUT

3/4 IN. STAINLESS STEEL STRAP WITH 4 IN. X 4 IN.
TREATED YELLOW PINE (SPACER) AT 3 FT. O.C.
(MAX.)

6 IN. MJ X MJ X MJ TEE (D.I.P.) WITH
"INSERTA TEE"

6 IN. Ø NOMINAL D.I.P. WITH CERAMIC
QUARTZ-FILLED NOVALAC EPOXY LINER
POLY-WRAP (8 MIL.)

EXTEND MANHOLE SLAB AS NECESSARY
TO BRACE PIPE

6 IN. COMPANION FLANGE WITH STAINLESS
STEEL WIRE MESH SCREEN (1/4 IN. X 1/4 IN.
HARDWARE CLOTH)

PAINT EXPOSED D.I.P. WITH TNEMEC
SERIES 135 AND 73 (10 MIL TOTAL) COLOR
AS DIRECTED BY ENGINEER.

6 IN. FLANGE X FLANGE
90° BEND (D.I.P.)

12 IN.
(MIN.) H = AS SHOWN ON PLANS

AS SHOWN ON PLANS

18 IN. TO CL OF VENT OPENING (FIELD VERIFY)

18 IN. TO CL OF VENT OPENING (FIELD VERIFY)

NOTE:
ALL D.I.P. AND FITTINGS SHALL BE WRAPPED
WITH AN 8 MILS THICK POLY WRAP
ENCASEMENT TUBE

S-17
DISCLAIMER:  THE USE OF THIS STANDARD IS GOVERNED BY THE "TEXAS
ENGINEERING PRACTICE ACT".  NO WARRANTY OF ANY KIND IS MADE BY
THE CITY OF WACO FOR ANY PURPOSE WHATSOEVER.  THE CITY OF WACO
ASSUMES NO RESPONSIBILITY FOR THE CONVERSION OF THIS STANDARD
TO OTHER FORMATS OR FOR INCORRECT RESULTS OR DAMAGES
RESULTING FROM ITS USE.
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