
 TRACER WIRE DETAILS 
(NO SCALE)

A A

VALVE AND VALVE BOX WITH
CONCRETE PAD. SEE DETAILS

,        ,         ,         ,         .

PROVIDE GROMMET TO PROTECT
TRACER WIRE FROM BREAKAGE

NOTES:
1. SEE         AND           FOR FIRE HYDRANT REQUREMENTS.
2. TRACER WIRE SHALL BE TIED INTO EVERY VALVE, BLOW-OFF, ARV AND OTHER DEVICES.
3. TRACER LEADS SHALL BE INSTALLED IN APPROVED VALVE BOXES OR TRACER WIRE ACCESS BOXES. ACCESS BOX STYLE (LIGHT

DUTY, DRIVEWAY, OR ROADWAY) SHALL BE DETERMINED BY BOX LOCATION.
4. VALVE BOXES SHALL BE INSTALLED FLUSH WITH GROUND.
5. TRACER LEADS SHALL HAVE ADEQUATE SLACK THROUGHOUT THE INSTALLATION TO REDUCE BREAKAGE FROM PULLING.
6. TRACER WIRE THAT EXTENDS A MIN OF 2 FT. ABOVE GRADE SHALL BE COILED IN THE VALVE BOX AND WIRES SHALL BE PROPERLY

CONNECTED TO THE THE VALVE BOX PER MANUFACTURES SPECIFICATIONS. ALL TRACER WIRES SHALL BE OF #12 TW SOLID
COPPER WIRE.

7. CONTRACTOR SHALL PROTECT THE LEADS, BOXES AND ALL TRACER WIRES THROUGHOUT THE PROJECT.
8. PROVIDE ONE TRACER WIRE IN EACH DIRECTION UNLESS OTHERWISE NOTED.
9. TEST STATION. "CP" TYPE COLUMN 4. TEST STATION AT EACH FIRE HYDRANT. HEAVY CAST IRON LOCKING COVER WITH 4 TERMINALS.

4 IN. ID X 18 IN. SHAFT LENGTH.
10. EMBEDMENT PER STANDARD DETAILS        .TRACER WIRE TO BE PLACED ON TOP OF TRENCH EXCAVATION

PRIOR TO PLACEMENT OF EMBEDMENT.

PLAN VIEW

SECTION A-A

TEST STATION
SEE DETAIL

12 IN MIN
18 IN MAX

SOLDERLESS, 3M TYPE DB4-6 LOW
VOLTAGE DIRECT BURY SPLICE
KIT, OR PRE-APPROVED EQUAL

CONTINUOUS LOOP 12-GAUGE STRANDED
COPPER TRACER WIRE, WATER-TIGHT

INSULATION FOR DIRECT BURY

TEST STATION. EXTEND
TRACER WIRE 18 IN.

ABOVE PVC CAP

TRACER WIRE THAT EXTENDS A MIN
OF 2 FT ABOVE GRADE SHALL BE
COILED IN THE VALVE BOX

SEE         AND           FOR
FIRE HYDRANT DETAILS

TRACER WIRE SHALL
PENETRATE VALVE BOX

APPROX 10 IN BELOW TOP OF
VALVE BOX

TRACER WIRE

TEST STATION

3 IN.

4 IN.

(NO SCALE)

PLASTIC SHAFT
WITH FLARED END

PROVIDE AMPLE
TRACER WIRE

AT TEST
STATION FOR

REMOVING
COVER AND

TESTING

TRACER WIRE
BANDED
TOGETHER

TEST STATION
NOTE 9
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NOTE 10

DISCLAIMER:  THE USE OF THIS STANDARD IS GOVERNED BY THE "TEXAS
ENGINEERING PRACTICE ACT".  NO WARRANTY OF ANY KIND IS MADE BY
THE CITY OF WACO FOR ANY PURPOSE WHATSOEVER.  THE CITY OF WACO
ASSUMES NO RESPONSIBILITY FOR THE CONVERSION OF THIS STANDARD
TO OTHER FORMATS OR FOR INCORRECT RESULTS OR DAMAGES
RESULTING FROM ITS USE.
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01/01/2024
ENGINEERING DIVISION

http://waco-texas.com/files/sharedassets/public/v/2/departments/public-works/engineering/water/w-2a-limited-space-fire-hydrant-setting.pdf
http://waco-texas.com/files/sharedassets/public/v/2/departments/public-works/engineering/water/w-2-fire-hydrant-setting.pdf
http://waco-texas.com/files/sharedassets/public/v/2/departments/public-works/engineering/water/w-2a-limited-space-fire-hydrant-setting.pdf
http://waco-texas.com/files/sharedassets/public/v/2/departments/public-works/engineering/water/w-2-fire-hydrant-setting.pdf
http://waco-texas.com/files/sharedassets/public/departments/public-works/engineering/water/w-35-valve-box-height-adjustment-a.pdf
http://waco-texas.com/files/sharedassets/public/departments/public-works/engineering/water/w-36-valve-box-height-adjustment-b.pdf
http://waco-texas.com/files/sharedassets/public/departments/public-works/engineering/water/w-8-water-valve-box-and-water-valve-box-cover.pdf
http://waco-texas.com/files/sharedassets/public/departments/public-works/engineering/water/w-7-water-valve-box-extension-installation.pdf
http://waco-texas.com/files/sharedassets/public/v/2/departments/public-works/engineering/water/w-6-gate-valve-and-valve-box.pdf
http://waco-texas.com//files/sharedassets/public/departments/public-works/engineering/general/g-8-standard-embedment-and-concrete-encasement.pdf
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