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SW-3

4 FT. MIN. (TYP)
BUFFER STRIP SIDEWALK WIDTH

WIDTHS TO BE SHOWN ON PLANS
SEE CODE OF ORDINANCES FOR DIMENSIONS

(SW-1 PROVIDES PRESENT RELATED ORDINANCES)

TYPICAL DETAILS OF FRONT OF SIDEWALKS
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SEE PLANS

EXISTING  GRADE

CUT BEHIND SIDEWALK TO MATCH EXISTING GRADE

SIDEWALK TO MATCH EXISTING GRADE
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CONSTRUCTION JOINT OF SIDEWALK ADJACENT TO
BACK OF CURB, DRIVEWAY RADIUS, INLET,

OR OTHER CONCRETE STRUCTURE

1
DRILL 4 IN. INTO BACK OF CURB, DRIVEWAY

RADIUS, INLET, OR OTHER CONCRETE
STRUCTURE, 2 12 IN. BELOW TOP OF

ADJACENT SIDEWALK TO BE CONSTRUCTED
AND EPOXY GROUT 12 IN. LONG DEFORMED

#4 BARS AT 18 IN. ON CENTER

4 IN.
2 12 IN.

2

FOR GENERAL NOTES SEE SHEET
FOR LEGEND DESCRIPTIONS SEE SHEET

SW-1
SW-2

DISCLAIMER:  THE USE OF THIS STANDARD IS GOVERNED BY THE "TEXAS
ENGINEERING PRACTICE ACT".  NO WARRANTY OF ANY KIND IS MADE BY
THE CITY OF WACO FOR ANY PURPOSE WHATSOEVER.  THE CITY OF WACO
ASSUMES NO RESPONSIBILITY FOR THE CONVERSION OF THIS STANDARD
TO OTHER FORMATS OR FOR INCORRECT RESULTS OR DAMAGES
RESULTING FROM ITS USE.
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http://waco-texas.com/files/sharedassets/public/departments/public-works/engineering/sidewalks/sw-1-general-notes.pdf
http://waco-texas.com/files/sharedassets/public/v/2/departments/public-works/engineering/sidewalks/sw-2-sidewalk-details-legend.pdf
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