
SD-8

24 IN.

12 IN.

D1

D2
(D2 ≤ 12 D1)

2000 PSI CONCRETE 24 IN. X 12 IN.
FOR FIELD MADE WYE

2000 PSI CONCRETE 24 IN. X 12 IN.
ENTIRE DIAMETER OF PIPE FOR
STRAIGHT CONNECTION

#4 BARS @ 12 IN. OC
 (3 IN. CLEARANCE ON EDGES)

(TYP)

12 IN.

12 IN.

12 IN.

TRIM NEATLY TO PREVENT
LATERAL PIPE FROM
EXTENDING INTO MAIN

NOTE: CONCRETE TO BE PLACED COMPLETELY AROUND PIPE.

CONCRETE COLLAR FOR STORM PIPE:
STRAIGHT AND PERPENDICULAR FIELD CONNECTION

DETAIL WILL ONLY BE ALLOWED WITH PRIOR APPROVAL FROM CITY ENGINEER
(NO SCALE)

24 IN.

DISCLAIMER:  THE USE OF THIS STANDARD IS GOVERNED BY THE "TEXAS
ENGINEERING PRACTICE ACT".  NO WARRANTY OF ANY KIND IS MADE BY
THE CITY OF WACO FOR ANY PURPOSE WHATSOEVER.  THE CITY OF WACO
ASSUMES NO RESPONSIBILITY FOR THE CONVERSION OF THIS STANDARD
TO OTHER FORMATS OR FOR INCORRECT RESULTS OR DAMAGES
RESULTING FROM ITS USE.
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