
 TYPICAL MEDIAN CROSS SECTION 
(NO SCALE)

REFER TO PLANS

3 18 IN. CONC. PAVERS
ANTIQUE RED COLORED

1 IN. SAKRETE® PAVER
SET POLYMERIC SAND™
OR PRE-PPROVED EQUAL

GEOTEXTILE FABRIC

2000 PSI CONC BASE

FOR EXISTING STREETS: 6 IN. CEMENT TREATED BASE
FOR NEW STREETS OR RECONSTRUCTION OF STREETS:
MATCH PAVEMENT STRUCTURE UNDER CURB AND GUTTER.
REF           ,           ,           ,            , AND           .

REFER TO PLANSREFER TO PLANS

ST-5

ST-15 ST-22ST-18 ST-19 ST-20

DISCLAIMER:  THE USE OF THIS STANDARD IS GOVERNED BY THE "TEXAS
ENGINEERING PRACTICE ACT".  NO WARRANTY OF ANY KIND IS MADE BY
THE CITY OF WACO FOR ANY PURPOSE WHATSOEVER.  THE CITY OF WACO
ASSUMES NO RESPONSIBILITY FOR THE CONVERSION OF THIS STANDARD
TO OTHER FORMATS OR FOR INCORRECT RESULTS OR DAMAGES
RESULTING FROM ITS USE.
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01/01/2024
ENGINEERING DIVISION

http://waco-texas.com/files/sharedassets/public/departments/public-works/engineering/street/st-15-standard-curb-and-gutter-details.pdf
http://waco-texas.com/files/sharedassets/public/v/3/departments/public-works/engineering/street/st-22-cg-trans-details-for-pre-cast-inlet-outside-of-pvmt.pdf
http://waco-texas.com/files/sharedassets/public/departments/public-works/engineering/street/st-18-street-rehabilitation-valley-curb-detail-street-rehabilitation-use-only.pdf
http://waco-texas.com/files/sharedassets/public/departments/public-works/engineering/street/st-19-standard-concrete-valley-concrete-curb-gutter-fillet.pdf
http://waco-texas.com//files/sharedassets/public/v/1/departments/public-works/engineering/street/st-20-standard-curb-gutter-placement-replacement-details.pdf
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